
▲
These ceramic disc capacitors are specifically designed for AC applications and meet the safety requirements 

 of various safety standards agencies.

▲ FEATURES:
Ideal for across the line applications.
Compact size.
Cost effective product.
Safety standards recognized for AC applications.

▲ CAPACITANCE AND DIMENSIONS:

T.C CAPACITANCE TOLERANCE D  max F  T max
100P(101) 7.5 9.5 ± 0.8 8
150P(151) 7.5 9.5 ± 0.8 8
220P(221) 7.5 9.5 ± 0.8 8
330P(331) 7.5 9.5 ± 0.8 8
470P(471) 8.5 9.5 ± 0.8 8
560P(561) 9.5 9.5 ± 0.8 8
680P(681) 10.5 9.5 ± 0.8 8
1000P(102) 11.5 9.5 ± 0.8 8
1000P(102) 7.5 9.5 ± 0.8 8
1500P(152) 8.5 9.5 ± 0.8 8
2200P(222) 9.5 9.5 ± 0.8 8
3300P(332) 11.5 9.5 ± 0.8 8
3900P(392) 13.5 9.5 ± 0.8 8
4700P(472) 13.5 9.5 ± 0.8 8

T.C CAPACITANCE TOLERANCE D  max F  T max
100P(101) 6.5 7.5 ± 0.8 5
150P(151) 6.5 7.5 ± 0.8 5
220P(221) 6.5 7.5 ± 0.8 5
330P(331) 6.5 7.5 ± 0.8 5
470P(471) 6.5 7.5 ± 0.8 5
560P(561) 7.5 7.5 ± 0.8 5
680P(681) 7.5 7.5 ± 0.8 5
1000P(102) 8.5 7.5 ± 0.8 5
1000P(102) 6.5 7.5 ± 0.8 5
1500P(152) 7.5 7.5 ± 0.8 5
2200P(222) 7.5 7.5 ± 0.8 5
3300P(332) 9.5 7.5 ± 0.8 5
3900P(392) 9.5 7.5 ± 0.8 5
4700P(472) 10.5 7.5 ± 0.8 5
6800P(682) 11.5 7.5 ± 0.8 5
8200P(822) 13.5 7.5 ± 0.8 5
10000P(103) 15 7.5 ± 0.8 5

▲ GENERAL SPECFACTIONS:

CERAMIC DISC AC CAPACITORS - Y1,Y2  SERIES (DIP)Y電容

ORDER: Y1 102 M% Y5U 400V AC DIP

4000 V for 60 seconds - AC 400V

Dissipation factor (tanα )
Y5U:2.5%max.at 25α ℃ and 1KHZ,1±0.2Vrms.

±10% for Y5P , +20〜–55% for Y5U

Y5P K ± 10%

–25〜 + 85℃

100p to 4700p

Y5u:2.5%max.at 25α ℃ and 1KHZ,1±0.2Vrms.

10000MΩ  at 500V DC for 1 minute.

4000 V for 60 seconds - AC 400V

Y5P:2.5%max.at 25α ℃ and 1KHZ,1±0.2Vrms.

10000MΩ  at 500V DC for 1 minute.Insulation resistance at 25℃

Y5P K ± 10%

Rated : 400VAC - Y1

Rated : 125VAC , 250VAC , 400VAC - Y2

Y5U M ± 20%

M ± 20%Y5V

125,250,400V AC.Please refer to table for approval file number.

±10% for Y5P , +20〜–55% for Y5U

K±10% , M ± 20%

400V AC.Please refer to table for approval file number.

Temperature coefficient

100p to 10000p

K±10% , M ± 20%

Items Y1

Rated voltage

S.P.K. Electronics Co., Ltd. TEL: 886-2-2346-2323. FAX: 886-2-2346-3939

Dielectric strength

Y5P:2.5%max.at 25α ℃ and 1KHZ,1±0.2Vrms.

INTRODUCTION:

These capacitors are ideal for across the line and line by-pass applications.

Operating temperature range

Capacitance range

Capacitance tolerance

Y2
–25〜 + 85℃


