
▲ INTRODUCTION

High stability

Non- Inductive

Plastic case .EPOXY resin filled. Box made of solvent resistant material

Tested standard:IEC384-14, DINEN132 400.  UL 1414.CSA C22.2

Safety approved: UL,CUL , FIMKO,CSA.DEMKO,VDE,SEV,NEMKO,SEMKO

▲ SPECIFICATION:

Operating Temperature: -40℃ ~ + 100℃

Capacitance tolerance: ±5% , ±10% , ±20%

Rated Voltage: 300VAC

Insulation resistance: ＞30000 MΩ (C ≦0.33UF)

          ＞10000 M Ω (C＞0.33UF)

CAP Capacitance Rated-Voltage

 CODE uF VAC W±0.5 H±0.5 T±0.5 P±0.5 D±0.05
472 0.0047 300 18 10 5 15 0.8
472 0.0047 300 13 12 5 10 0.6
103 0.01 300 18 10 5 15 0.8
103 0.01 300 13 12 5 10 0.6
153 0.015 300 18 10 5 15 0.8
223 0.022 300 17 11 5.5 15 0.8
333 0.033 300 18 10 5 15 0.8
473 0.047 300 18 10 5 15 0.8
473 0.047 300 13 12 5 10 0.6
563 0.056 300 18 10 5 15 0.8
683 0.068 300 18 10 5 15 0.8
823 0.082 300 17 11 5 15 0.8
104 0.1 300 13 12 6 10 0.6
104 0.1 300 17 11 5.5 15 0.8
154 0.15 300 13 12 6 10 0.6
154 0.15 300 18 13.5 6 15 0.8
224 0.22 300 17 15.5 7.5 15 0.8
224 0.22 300 25 14.5 6 22.5 0.8
334 0.33 300 17 16.5 9.5 15 0.8
334 0.33 300 26.5 16.5 7 22.5 0.8
474 0.47 300 17 19 11 15 0.8
474 0.47 300 26.5 17 8.5 22.5 0.8
474 0.47 300 31.5 20 11 27.5 0.8
564 0.56 300 26.5 19 10 22.5 0.8
684 0.68 300 17 21 12 15 0.8
684 0.68 300 26.5 19 10 22.5 0.8
824 0.82 300 31.5 20 11 27.5 0.8
105 1 300 25 23.5 14 22.5 0.8
105 1 300 30 21 11.5 27.5 0.8
125 1.2 300 31.5 25 14 27.5 0.8
125 1.2 300 37 24 13.5 32.5 0.8
155 1.5 300 31.5 25 14 27.5 0.8
155 1.5 300 37 24 13.5 32.5 0.8
225 2.2 300 32 26 18 27.5 0.8
225 2.2 300 37 26.5 16 32.5 0.8
275 2.7 300 37 28.5 18 32.5 0.8
335 3.3 300 37 34 22 32.5 0.8
395 3.9 300 51 27.5 17.5 47.5 0.8
475 4.7 300 51 30.5 20 47.5 0.8
565 5.6 300 51 34 22.5 47.5 0.8
685 6.8 300 51 34 22.5 47.5 0.8
755 7.5 300 51 37 24 47.5 0.8
825 8.2 300 51 37 24 47.5 0.8
106 10 300 51 43.5 29 47.5 0.8

PVC Wire(W±0.75)  Dimensions in mm
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METALLIZED POLYPROPYLENE FILM CAPACITORS - X1 SERIES (DIP) X1-電容(AC)

ORDER: X1 104 10% AC300V  DIP


